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Top teams and chassis builders use our adjustable spindle fi xture to check, repair and build new spindles.  Teams utilize this fi xture to 
check purchased spindles and develop new combinations “in house”.  Chassis builders utilize the fi xture for custom spindles.  Build and 
check both fabricated and forged spindles.  This fi xture is heavy duty, yet fully adjustable.  Fixtures weighs over 60 lbs. Adjustable height, 
spindle pin drop, pin angle, steering arm length, steering arm angle & spindle pin off set.  Easily jigs existing spindles, allowing for repairs 
and changes.  Available for Standard Wide Five, 2 7/8” Wide Five, 5x5 GN, 2 1/2” 5x5 & 2” Bearing 5x5 style spindles.  Custom confi gurations 

available.

Spindle Fixture

Rear End Measuring & 
Straightening Fixture

007 92005  $2,450
007 92010  5x5 Adapter Plates (Set of 2)  $240

Spindle Fixture Assembly
Wide Five & 5x5

007 80200  $1,350

007 80260 Replacement Upper Ball Joint Bolt (772 Taper)  $32.95
007 80200.5 Replacement Lower Ball Joint Stud (727 Taper)  $52.60

007 80200.5B Replacement Lower Ball Joint Stud((B)2” K6141 Taper; Howe 22410  $52.60
007 80256 King Pin Shaft Extension 3” (For Extra Tall Spindles)  $56.60

007 80270 Extra Steering Arm Holder (Allows Jigging RS & LS without moving holder.)  $195.15
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caps to allow the user to set the desired pinion angle and hold the rear in position.  Once in place, take the included digital caliper, and place it 
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axle tube to .001”.  Repeat procedure for the other axle tube.  For camber, simply use a digital caliper on the wheel plate or rotate the rear 90 
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Included struts allow precise straightening when heat cool method is used.  Wide Five hub plates are standard, 1” thick  5x5 plate adapters Works 
on any 3” OD axle tube rear.

Rear End Fixture

Chassis Tools

Wireless Scales with Integrated Roll O� s
Possibly the most advanced wheel scales on the market.  Wireless display reads all wheel weights, totals and percentages, plus, 

balance analyzer gives you center of gravity posi� on within the 4 contact patahces.  Op� onal shock posi� on sensors and op� onal 
sway bar load sensor.  Billet aluminum roll off  pla� orms with integrated scales.

• Wheel Weights & Ride Heights on the 
same wireless display!

• Lightweight Billet Aluminum Scales 
with Integrated Roll Off  Pla� orms.

• Large Billet Leveling Feet.

WS22100 Wheel Scales with Integrated Roll Off s; 2200lb per wheel capacity; 
Wireless Control with Balance Analyzer, Shock Posi� on Read-Out & Sway Bar 

Load Read-Out  (Sensors Sold Seperately)  $5950.
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Bump Stop AdjusterBump Stop Adjuster

Shock Travel Indicator

Quick Adjust Set-Up Struts

Quick Adjust Set-Up Struts
Quick Pin Adjustable; Billet Aluminum

Easily change adjustments 1/4” at a time.  Length is laser etched into 
side.  No tape measure needed.  

007 95150 Short  13.25”- 16.5”  $149
007 95155  Long 17”- 24”  $149

Standard Set-Up Struts
Item # Range Tube Price

007 50912 12.75”-13.75” 10” $44.00

50913 13.75”-14.75” 11” $44.00

50914 14.75”-15.75” 12” $44.00

50915 15.75”-16.75” 13” $44.00

50916 16.75”-17.75” 14” $44.00

50917 17.75”-18.75” 15” $44.00

50918 18.75”-19.75” 16” $44.00

50919 19.75”-20.75” 17” $44.00

50920 20.75”-21.75” 18” $44.00

50921 21.75”-22.75” 19” $44.00

CHOOSE SIZES 12.75”-13.75” to 21.75”-22.75”

USE THESE STRUTS TO REPLACE THE SHOCKS 
AND SPRINGS FOR PRECISION SET-UP WORK.  

MADE USING OUR ORIGINAL SCALLOPED 
ALUMINUM EXTRUSION FOR EASY HAND 

ADJUSTMENTS.  YOU CAN ALSO USE OUR 
SCALLOPED TUBE ADJUSTER WRENCH FOR 

LOADED ADJUSTMENTS.  FITS ALL STANDARD 1/2” 
MOUNTS.  LISTED LENGTHS ARE THE 

ADJUSTABLE RANGE IN THE CENTER TO CENTER 
MEASUREMENTS.

Developed By: Lazy J Engineering

Bump Spring Preloader

Developed By: Jim Wisz

Our new shock travel indicator a� aches directly to the head (or nut) or your shock bolt.  Quickly slip the mount over the 
bolt head and � ghten the locking screw to secure.  An innova� ve pointer allows you to measure the shock centerline 

accurately in seconds.  Carbon travel indictors for compression and rebound.  Adjustable stainless steel travel rod mounted 
in LW aluminum housing.  

Quickly Preload Bump 
Springs (or Stops) to give you 

a higher ini� al rate from a 
lighter weight spring.
WR15000  $104.30

Adjust your bump stops .010” at 
a � me without shims!  Each 1/4 
turn = .010”.  Spring detent locks 

adjuster into place.  
Quick & easy.  

007 95300 Adjuster $39.
007 95305 Adjuster Tool Set $29.

007 95200  Shock Travel Indicator Kit with 
Slip-on Mounts  $99.00 (each)

• Quickly Measures Shock Center ro Center!
• Compression and Extension Travel Indicator

• Mounts Easily to Bolt Heads or Nuts

in LW aluminum housing.  
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Sway Bar Slapper Assembly
Slapper pads are designed for use on sway bars when an adjustable and variable pre-load or disconnect is desired. Our newest slapper pad assembly 

eliminates the two most common problems. Snap ring and Bearing failure.  This slapper incorporates a CNC machined stud with an integral ball.  The ball 
is captured within the aluminum pad, no snap rings, no replacement parts.  Adjuster studs are heat treated for extra strength. The sway bar arm pad is billet 

aluminum for maximum strength.  A one piece weld-on mount is available separately for the lower control arm.

Low Friction Sway Bar Adjuster & Links

Item Number Description Price

007 50540 Solid Sway Bar Adjuster Assembly; Steel; Standard $89

007 50540S Solid Sway Bar Adjuster Assembly; Steel; Short $99

007 50541 Solid Sway Bar Adjuster Only $48

007 50542 Sway Bar Rod End; 1/2” RH Male; Short; Low Friction $27

007 50543 Sway Bar Rod End; 1/2” LH Male; Short; Low Friction $27

007 50544 Sway Bar Rod End; 1/2” RH Female; Short; Low Friction $27

Our new solid sway bar adjusters address the common clearance problem associated with using two male rod ends and a hex type adjuster tube.  
These adjusters are shorter overall and have the advantage of not using jam nuts.  Available in aluminum or steel.  A 3/4” wrench fi ts adjuster on both 

sides.
We also sell shortened 1/2” rod ends to save you the time and trouble.

007 50530 Monster Sway Bar Slapper Kit; 5/8”-11; 3.25” Thread Length
Includes: Adjuster Stud, Jam Nut, Swivel Pad, Bearing and Sway Bar 
Arm Pad.

$140

007 50532 Monster Sway Bar Slapper Kit; 5/8”-11; 1.875” Thread Length
Includes: Adjuster Stud, Jam Nut, Swivel Pad, Bearing and Sway Bar 
Arm Pad.

$140

007 50531 Monster Slapper Stud and Swivel Pad Assembly; 5/8”-11; 3.25” 
Thread Length

$80

007 50533 Monster Slapper Stud and Swivel Pad Assembly; 5/8”-11; 1.875” 
Thread Length

$80

007 50525 One Piece Mount for Adjuster Stud; Weld-On $19

007 50521 Sway Bar Arm Pad $35

Wide Five Rim Saver Tire Changing Adapter for Wide Five Wheels; 5/8”-11 Threaded Studs

This rigid tool adapts wide fi ve style wheels to standard tire changers for installation and removal of the tire 
and wheel minimizing the likelihood of the Wheel Center Bending.

Although standard 3 prong adapters have been used for years, it was discovered that during the dismounting 
process the adapter and wheel fl exed substantially from the load of dismounting the tire, thus potentially 
deforming the wheel center. This leads to other problems such as hub breakage, lug nuts loosening and 

extra wheel run-out.

007 81100 $189.95

Wide Five Rim Saver

Tech Tip:
The sway bar is the #1 cause of suspenion bind on asphalt cars.  Binds are not consistent and make chasing set-
ups diffi  cult.  
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Sway Bar Bearings

Item Number Description Price

007 50570 Sway Bar Bearing; Aluminum/Acetal®; 1.25” ID x 2.25” OD $54

007 50571 Sway Bar Bearing; Aluminum/Acetal®; 1.25” ID x 2.37” OD $54

007 50572 Sway Bar Bearing; Aluminum/Acetal®; 1.25” ID x 2.58” OD $54

007 50575 Sway Bar Bearing; Aluminum/Acetal®; 1.5” ID x 2.25” OD $54

007 50576 Sway Bar Bearing; Aluminum/Acetal®; 1.5” ID x 2.37” OD $54

007 50577 Sway Bar Bearing; Aluminum/Acetal®; 1.5” ID x 2.58” OD $54

007 50580 Sway Bar Bearing; Aluminum/Acetal®; 1.75” ID x 2.25” OD $54

007 50581 Sway Bar Bearing; Aluminum/Acetal®; 1.75” ID x 2.37” OD $54

007 50582 Sway Bar Bearing; Aluminum/Acetal®; 1.75” ID x 2.58” OD $54

007 50590 Sway Bar Bearing Housing; Aluminum; 2.25” OD $32

007 50591 Sway Bar Bearing Housing; Aluminum; 2.37” OD $32

007 50592 Sway Bar Bearing Housing; Aluminum; 2.58” OD $32

007 50595 Sway Bar Bearing Insert; Acetal®; 1.25” ID $26

007 50596 Sway Bar Bearing Insert; Acetal®; 1.5” ID $26

007 50597 Sway Bar Bearing Insert; Acetal®; 1.75” ID $26

007 50599 Sway Bar Bearing Snap Ring; Stainless $1.25

Our new sway bar bearings bring you the best of two bushing types.  The bearing housings are machines from 6061 billet aluminum for durability 
and easy removal.  The bearing inserts are machined from high tensile Acetal®.  This tough material provides durability and nearly eliminates friction.  

Interchangeable design allows you to change bar spline diameters by only swapping inserts.  Custom sizes available.

• Helps Eliminate 
Sway Bar Bind

• Very Light Weight

• Each Housing will 
accept any insert

Di� erential Tools
These diff erential tools are designed to work with 31 spline locker style diff erentials, although they can be used with other diff erentials as well.  The tool 

captures the axle gears, allowing the housing to be easily removed without any load from the diff erential springs.  This allows the user to inspect the 
locker in the fully compressed state, as it was inside the rear end.  To disassemble the locker, simply unwind tension by loosening the top nut.  Next, 
replace the springs or service as necessary and  tighten the top nut until the unit is fully compressed.   Slide the housing over top of the loaded locker 

unit and tighten bolts.  Release pressure and you’re done.  These tools allow for better inspection of the locker and saves a bunch of time and headache.

Frame Rail End Caps

007 61005
Frame Rail End Cap

3”x4” Billet Aluminum $41.15

captures the axle gears, allowing the housing to be easily removed without any load from the diff erential springs.  This allows the user to inspect the 
locker in the fully compressed state, as it was inside the rear end.  To disassemble the locker, simply unwind tension by loosening the top nut.  Next, 
replace the springs or service as necessary and  tighten the top nut until the unit is fully compressed.   Slide the housing over top of the loaded locker 

unit and tighten bolts.  Release pressure and you’re done.  These tools allow for better inspection of the locker and saves a bunch of time and headache.

Locker Assembly Tool
with Base & HandleLocker Assembly Tool Locker Test & 

Rebuild Fixture

Item # Description Price

007 90010 Locker Assembly Tool-Basic $89.00

007 90012 Locker Assembly Tool-Deluxe $149.00

007 90030 Locker Test And Rebuild Fixture $439.00

007 61001
Frame Rail End Cap

2”x3” Billet Aluminum (Black) $29.00

007 61003
Frame Rail End Cap

3”x4” Billet Steel (Heavy for Ballast) $55.00
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 DSS-2 
Precision Pull Down System for Serious Weekly Teams

• High Load Scales (2200lbs/Wheel)
• Single Load Cell, 15” Scale Pads
• Variable Speed Joystick Controls
• Portable, Wheel Base & Width Adjustable
• Fully Upgradeable
• Integrates with our Data Aq. Systems
• 10” Tall Scale Stands Billet Wheel Stands with Roll Off s
• Packages Available with Wheel Measurement Systems & Accessories
• Standard Support Level Included with DSS-2 Systems

DSS-3
High Load/High Precision Suspension Analysis System 

for Professional Teams 
• Precision Manual Joystick Controls (+/- .002)
• Extra Rigid, Extra High Load 4500lb Capacity Scales with 16” Pads
• Control Display Reads Wheel Weights, Shock Travels, Bump Stop Loads* & Sway 
Bar Load*  (*Sensors optional)
• Record and Graph Wheel Load Curves and Bump Stop Loads
• Quick Release Roll Off s Included, Optional Ramp System Available
• Smart Software Analyzes Your Data for You and Gives Suggestions
• PRO Support Level & On-Site Training Included

DSS-4
Fully Automatic Suspension Analysis System with 

Graphing & Data Analysis Features
• Fully Automated Touchscreen Controls
• Automatically Pull Down to Desired Travel or Wheel Load
• Easy to Use from Day 1
• Data Logging, Graphing & Downloading
• Wheel Loads, Bump Stop Loads, Sway Bar Loads
• Wireless Remote Control
• Full Lap Simulation
• Smart Software Analyzes Your Data for You and Gives Suggestions
• Premium Level Support with On-Site Advanced Training Included

High Load/High Precision Suspension Analysis System 

• Precision Manual Joystick Controls (+/- .002)
• Extra Rigid, Extra High Load 4500lb Capacity Scales with 16” Pads
• Control Display Reads Wheel Weights, Shock Travels, Bump Stop Loads* & Sway 
Bar Load*  (*Sensors optional)
• Record and Graph Wheel Load Curves and Bump Stop Loads
• Quick Release 
• Smart Software Analyzes Your Data for You and Gives Suggestions
• PRO Support Level & On-Site Training Included

Rocky Mount, VA 24151  888-399-6074  support@drpperformance.com

Fully Automatic Suspension Analysis System with 

• Fully Automated Touchscreen Controls
• Automatically Pull Down to Desired Travel or Wheel Load
• Easy to Use from Day 1
• Data Logging, Graphing & Downloading
• Wheel Loads, Bump Stop Loads, Sway Bar Loads
• Wireless Remote Control
• Full Lap Simulation
• Smart Software Analyzes Your Data for You and Gives Suggestions
• Premium Level Support with On-Site Advanced Training Included

 DSS-1
Our Standard Pull Down Fixture

• No Scales Includes
• Variable Speed Compact Joystick Control
• Portable, Wheel Base & Width Adjustable
• Integrates with our Data Aq. Systems
• 10” Tall Aluminum Stands with Roll Off s
• Works with All Chassis Types
• Standard Support Included  

 DSS-KITS
Pull Down Fixture Kits for the DIY Team

• Use these kits to build or upgrade your own pull down fi xture
• Variable Speed or Single Speed Controls
• 2, 3 or 4 Cylinder Kits Available
• Wheel Measurement Kits Available
• High Load Pull Down Scale Systems Available
• Standard Support Included with Most Kits

Star� ng at $14,500.

Star� ng at $5900.

$2500-$5900

Star� ng at $19,995.

$2500-$5900$2500-$5900$2500-$5900$2500-$5900$2500-$5900

Star� ng at $34,700.

Pull Down Systems
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Item Number Description Weight Price

007 10170 Light Weight Rear Brake Rotor; .810” x 11.75” dia; 8 Bolt x 7” BC; Scalloped ID 6.6 $109

007 10170-750 Light Weight Rear Brake Rotor; .750” x 11.75” dia; 8 Bolt x 7” BC; Scalloped ID 5.6 $149

007 10171 Heavy Duty Front Brake Rotor; 36 Vane; 1.25” x 11.75” dia; 8 Bolt x 7” BC; RH 11.15 $139

007 10172 HD Front Brake Rotor; 36 Vane; 1.25” x 11.75” dia; 8 Bolt x 7” BC; LH 11.15 $145

007 10173 HD Front Brake Rotor; 36 Vane; 1.25” x 12.187” dia; 8 Bolt x 7” BC; RH 12.3 $145

007 10174 HD Front Brake Rotor; 36 Vane; 1.25” x 12.187” dia; 8 Bolt x 7” BC; LH 12.3 $145

007 10171L Light Weight Front Brake Rotor; 36 Vane; 1.25” x 11.75” dia; 8 Bolt x 7” BC; RH; Scalloped ID 8.95 $189

007 10172L Light Weight Front Brake Rotor; 36 Vane; 1.25” x 11.75” dia; 8 Bolt x 7” BC; LH; Scalloped ID 8.95 $189

007 10173L Light Weight Front Brake Rotor; 36 Vane; 1.25” x 12.187” dia; 8 Bolt x 7” BC; RH; Scalloped ID 10.3 $189

007 10174L Light Weight Front Brake Rotor; 36 Vane; 1.25” x 12.187” dia; 8 Bolt x 7” BC; LH; Scalloped ID 10.3 $189

“L” Front Rotors have Scalloped ID & Machined OD.  Rear Rotors have Scalloped ID.  Add “S” to part number for Slotted Rotors.  ($38. Additional)

Our championship proven brake rotors reduce rotating weight without signifi cantly reducing strength and durability.  Standard HD rotors 
are curved vane and will hold up to the most severe applications.  Light Weight rotors will hold up to most all applications, including 

heavy braking tracks, but with reduced durability.   .810 rotors are straight vane and designed for rear applications or light braking front 
applications.   

All rotors listed are 8 bolt x 7.00” bolt circle with 5/16” through hole.  Custom sizes and patterns available.

Precision Caliper Bolt for GM caliper applications.  Manufactured from hardened chromoly steel, these caliper bolts are 
designed for the toughest braking conditions.  1/2” undercut hex head allows for easy installation and removal.  Bolts 

come pre-drilled for safety wire.  REM® fi nished caliper bolts reduce caliper and pad friction

Item Number Description Price

007 10110R GM Caliper Bolt 4140 Chromoly-REM® fi nished-Drilled for Safety Wire $15

007 10111R GM Caliper Bolt 4140 Chromoly - REM® fi nished $10.90

● Hardened Chromoly Steel
● 1/2” Hex Head
● Drilled for Safety Wire
● Available REM® Finished
● Any GM Standard or Metric Caliper Application

Max-Torque GM Brake Caliper Bolts
Precision Caliper Bolt for GM caliper applications.  Manufactured from hardened chromoly steel, these caliper bolts are Precision Caliper Bolt for GM caliper applications.  Manufactured from hardened chromoly steel, these caliper bolts are 
designed for the toughest braking conditions.  1/2” undercut hex head allows for easy installation and removal.  Bolts designed for the toughest braking conditions.  1/2” undercut hex head allows for easy installation and removal.  Bolts 

come pre-drilled for safety wire.  REM® fi nished caliper bolts reduce caliper and pad frictioncome pre-drilled for safety wire.  REM® fi nished caliper bolts reduce caliper and pad friction

Item NumberItem Number
● Hardened Chromoly Steel
● 1/2” Hex Head

Max-Torque GM Brake Caliper Bolts

Our GM Caliper Mounting Jig fi nally gives you a quick method to accurately mount GM style caliper 
brackets at the correct height and parallel with the brake rotor.  This innovative tool addresses the common     

     problem of aligning the caliper mount to the brake disc.  The jig eliminates the need to use a brake 
caliper and pads to locate the mounting bracket, saving considerable time while keeping the mounting 

bracket perfectly square with the disc.

The tool incorporates locating pins which sit on the outside diameter of the disc to establish the correct pad 
height.  Simply attach the caliper mount to the jig with the provided hardware and then clamp the jig to the 

disc using vise grips or a “C” clamp. Designed to accommodate disc diameters from 11.75” - 12.312”.

Our GM Caliper Mounting Jig fi nally gives you a quick method to accurately mount GM style caliper 
brackets at the correct height and parallel with the brake rotor.  This innovative tool addresses the common     

     problem of aligning the caliper mount to the brake disc.  The jig eliminates the need to use a brake 
caliper and pads to locate the mounting bracket, saving considerable time while keeping the mounting 

The tool incorporates locating pins which sit on the outside diameter of the disc to establish the correct pad 
height.  Simply attach the caliper mount to the jig with the provided hardware and then clamp the jig to the 

disc using vise grips or a “C” clamp.

GM Caliper Mounting Jig

Item Number Description Price

007 11700 GM Caliper Mounting Jig $129

Lightweight Brake Rotors
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Suspension Analysis Products
Pull Down Systems

Wheel Alignment Systems
Data Acquisition Systems

Pull Down Kits • Scale Systems • Slip Plates
Tire Pyrometers • Brake Bias Gauges

 Rear End Fixtures • Spindle Fixtures & More

Low Drag Hub Components
Bearing Spacers • Seals • Bearing Kits • Grease

Bearing Packers • Hub Set-Up Tools • Seal Drivers

Specialty Products
Scalloped Suspension Tubes

Sway Bar Components • LW Brake Rotors
Chassis Set-Up Tools


